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" GAPCO PIPE COMPANY, INC, MATERIAL SAFETY
Subsidiary of ASARCO Incorporated ASBESTOS CEMENT PIPE DATA SHEET 5
R
. GENERAL INFORMATION |
ADE NAME (COMMON NAME OR SYNONYM) CAPCO PRODUCT CODE#
| CAPCO Asbestos Cement Pipe, A/C Pipe Not Listed
CHEMICAL NAME FORMULA : MOLECULAR WEIGHT
Mixture of Asbestos, Silica, Portland Cement Complex Mixture Not Applicable
ADORESS (No., STREET, CITY, SYATE ANO ZIP CODE)
CAPCO Pipe Company, Inc.
450 Century Park South, Suite 200B
Birmingham, Alabama 35226 Phone:205-978-6100
CONTACT : PHONE NUMBER = ISSUED DATE REVISED DATE
General Information - 03/14/83 01/25/93
Department of Eavironmental Sciences DAY 801-262-2459
NIGHT 801-561-3044
First Aid Information - (Medical Dept.) 4154570383
Transportation Emerpencies - CHEMTREC 800-424-9300
| B. INGREDIENTS |
MATERIAL OR COMPONENT CAS. # WT. % PERMISSIBLE AIR CONCENTRATION (mg/cu.m.) | SARA Tiie Il
OSHA - - ACGIH Sect. 313 Chem
Asbestos(chrysotile, crocidolite) 1332-214 15-20 0.2 fi/cc(all forms) chrysotile-2 fi/cc No
1.0 fi/cc(excursion) crocidolite-0.2 fi/cd
Silica(Quartz) 1480-60-7 30-35 | 0.1 respirable 0.1 respirable No
Portland Cement 65997-15-1 45-55 | 15-total dust 10 e

| C. FIRST AID MEASURES |

Inhalation: No first aid is required for inhalation. Consult a physician if symptoms of chronic exposure develop.
| Skin or Eyes: Flush with plenty of water. If symptoms develop, consult a physician.

=< HEALTH HAZARD INFORMATION |

PRIMARY ROUTES OF ENTRY INGESTION INHALATION SKIN

X] O

(X

CARCINOGENICITY
IARC, NTP and OSHA classify asbestos as a known human carcinogen.
IARC has classified crystalline silica as a probable carcinogen.

ACUTE OVEREXPOSURE (SYMPTOMS AND EFFECTS)

No known acute health effects from asbestos or silica. Portland cement €xposure may cause irritation and dermatitis.

WMNCWMRE(SYMPTWSANOEFFECTS)
SC

characterized by difficulty in breathing, chest tightness and pains, and weakness.

Use of proper handling and installation methods for A/C Pipe should prevent evercxposure to asbestos and silica. See section L for appropriate references.
Long term overexposure to silica and asbestos may cause silicosis or asbestosis which are

potentially disabling diseases of the lung. These diseases are

Asbestos overexposure can cause lung cancers and mesotheliomas, Cigarette smoking increases the probability of these diseases occuring.

MEDICAL CONDITIONS POSSISLY AGGRAVATED
Discases of the lung.

| E. FIRE AND EXPLOSION]
FLASH POINT AUTO IGNITION TEMPERATURE FLAMMABLE LIMITS IN AIR (% BY VOL)
Not Applicable Not Applicable Not Applicable
UNUSUAL FIRE AND EXPLOSION HAZARDS FIRE EXTINGUISHING AGENTS RECOMMENDED FIRE EXTINGUISHING AGENTS TO AVOID
Not Applicable : No specific agents recommended No specific agents
SPECIAL FIRE FIGHTING PRECAUTIONS

Use NIOSH/MSHA approved self-contained breathing apparatus and full protective clothing if involved in fire.

| F. PRECAUTIONS/PROCEDURES |

NORMAL HANDUNG

Since pipe is supplied precut, and closure units are available, there
should be no need to saw or grind on pipe. See Section L for references
which describe proper handling and installation methods for A/C pipe.

ENGINEERING CONTROLS
See Section L for references which describe proper methods of handling
and installing A/C pipe.

8PINt OR LEAK :
=thod which keeps dust to a minimum is acceptable. Vacuuming is preferred]
“—=t. Use approved respiratory protection if possibility of dust
cxposure exists. Do not use compressed air for cleaning.

STORAGE
General storage procedures acceptable.

PERSONAL HYGIENE
Avoid inhalation or ingestion. Practice good housckecping and personal hygienc
procedures. A shower is recommended if significant dust €Xposure occurs.

SPECIAL: PRECAUTIONS /PROCEDURES/LABEL INSTRUCTIONS

Where asbestos exposurcs may exceed the OSHA action level or PEL,
refer to the OSHA Asbestos Standard 29 CFR1910.1001.

LABEL SIGNALWORD: WA RNING
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[G.PERSONAL PROTECTIVE EQUIPMENT |

RESPIRATORY PROTECTION S : EYES AND FACE S
Where airbome exposures may exceed OSHA/ACGIH pcrmmlblc.axr Safety g]a§scs recommended where the possxbxhty of getting dust particles
concentrations, the minimum respiratory protection reccommended is a in cyes exists.

“tive pressure air purifying respirator with cartridges that are
SH/MSHA approved against dust, fumes and mists having a TWA
less than 0.05 mg/cu.m.

OTHER CLOTHING AND EQUIPMENT X
Since pipe is supplicd precut, there should be no need to saw or grind on pipe. Use of proper handling and installation methods as described in the references
listed in Scction L should prevent asbestos exposure above the Permissible Exposure Limit(PEL). If improper installation methods such as sawing or grinding
arc conducted on A/C Pipe, full protective clothing and respiratory protection as described above should be used. All contaminated clothing should be
removed before leaving the worksite.

| H. PHYSICAL DATA |

MATERIAL IS (AT NORMAL CONDITIONS) APPEARANCE AND ODOR
Solid Light pray, odorless. Various shapes and sizes.

MELTING POINT (DEGREES C) BOILING POINT (DEGREES C) SPECIFIC GRAVITY (H20 = 1) VAPOR DENSITY (AIR = 1)
Not Applicable Not Applicable L7 Not Applicable

SOLUBILTY IN WATER (% BY WE)GHT). pH VAPOR PRESSURE (mm Hg) E\{APORAT]ON RATE
Insoluble Not Applicable Not Applicable Not Applicable

| . REACTIVITY DATA]

STABILTY CONDITIONS TO AVOID
Stable Not Applicable

INCOMPATIBILITY (MATERIALS TO AVOID) HAZARDOUS DECOMPOSITION PRODUCTS
None Known Does not decompose

HAZARDOUS POLYMERIZATION CONDITIONS TO AVOID
Will not occur Not Applicable

|J. ENVIRONMENTAL |

REGULATED BY DOT?
Not regulated

E DISPOSAL METHOOS (DISPOSER MUST COMPLY WITH FEDERAL, STATE, AND LOCAL DISPOSAL OR DISCHARGE LAWS)
2 United States, refer to disposal methods outlined in 40CFR61 Subpart M. Scme states may classify asbestos containing waste as a hazardous waste.

| ACRA STATUS OF UNUSED MATERIAL 40CFR
Asbestos waste is not classified as a hazardous waste by the EPA under RCRA. However some states may classify such material as hazardous. 281
| K. REFERENCES |

PERMISSIBLE CONCENTRATION REFERENCES
OSHA regulations for airborne contaminants 29 CFR 1910.1000 and 1910.1001. ACGIH Threshold Limit Values for Chemical Substances

HAZARD INFORMATION REFERENCES

Documentation of the Threshold Limit Values, 6th Ed., ACGIH NFPA Fire Protection Guide on Hazardous Materials, 10th Ed., 1991
Pany’s Indusmial Hvgiene and Taxicology, Vol. 2A. 3rd Rev. Ed., 1981 Handbook of Texic and Hazardous Chemicals: Sittig, Marshall; 1981
GENERAL

Handbook of Chemistry and Physics. 57th Ed.. 1976-T7, Weast. R.C., Editor, CRC Inc.

| L. ADDITIONAL INFORMATION |

INFORMATION (HAZARDS, PRECAUTIONS, FIAST AID, ETC.) IS ABSREVIATED. MORE DETAILED INFORMATION IS CONTAINED IN REFERENGES FOUND IN SECTION K.
Additional Product Information Contact: CAPCO Pipe Company, Inc.
Phone: (800)999-7473

For information on proper handling and installation of CAPCO A/C Pipe, refer to the following references which are available from CAPCO.
CAPCO Installation Guide for Asbestos Cement Distribution and Transmission Pipe

Recommended Work Practices for A/C Pipe—A/C Pipe Producing Association
Work Practices for Asbestos-Cement Pipe—American Water Works Association

THIS MATERIAL SAFETY DATA SHEET IS OFFERED SOLELY FOR YOUR INFORMATION, CONSIDERATION, AND INVESTIGATION.
CAPCO PIPE COMPANY PROVIDES NO WARRANTIES, EITHER EXPRESS OR IMPLIED, AND ASSUMES NO RESPONSIBILITY
FOR THE ACCURACY OR COMPLETENESS OF THE DATA CONTAINED HEREIN.




