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SECTION I PRODUCT INFORMATION
PART NUMBERS: 13701, 27697
MSDS DATE: 25/08/91
MANUFACTURERS NAME: Kurfees Coatings
ADDRESS: 201 EFast Market Street
Louisville, KY 40202
EMERGENCY PHONE NUMBER: (692) 584-9151
OISTRIBUTOR:
CHEMICAL MNAME:
FORMULA::
CATEGORY:
BRIEF DESCRIPTION:
SECTION II HAZARDOUS INGREDIENTS & EXPOSURE LIMITS
@ . 5 S M
HAZARDOUS COMPONENT(S) cas @ 3 LIMIT VALUES
__LTUK CARBONATE 1217-65-3 12.40 PEL 15 wg/m3 total dust
. THA 1% mg/m3 total dust
PEL 5 ng/a3 respirsble fraction
WA 5 mgfm3 respirable fraction
ALUNINUM SILICATE 1332-58-7 5.400
CHRONIUN TRIOXIDE, ANHYDROUS ‘ 1333-82-4 2,00
LEAD 7439-92-1 5.09 see 1918.1925 [{e)(1) is under court remand]
VN &P NAPHTHA 8832-32-1 56,89 THA 388 ppm
THA 1,350 mg/m3
STEL 468 ppa
STEL 1,800 mg/m3
NINERAL SPIRITS 64475-85-¢ 2.00
SODIUN POTASSIUK ALUNINUN SILICATE 68476-25-5 50,04
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SECTION IIT TYPICAL PHYSICAL PROPERTIES

BOILING POINT: 334° F.
VAPOR PRESSURE: 15.900 mmHg
VAPOR DENSITY: Heavier than air.
SGLUBILITY IN WATER: No Data
APPEARANCE AND ODOR: No information given by manufacturer.
SPECIFIC GRAVITY: No Data
% VOLATILE/VOLUME: 62.91% (vol)
pH: No Dats
RISC. INFORMATION: No information given by manufacturer.

*xxanxnxrx NFPA RATINGS **xxawnxxnx
HEALTH = @ FLAMBRABILITY = @ REACTIVITY = @ SPEC. HAZARD =

SECTION TV FTRE § EXPLOSION HAZARD DATA

FLASH POINT: S0 F. TCC
FLAMMABLE LIMITS: No Data
-OWER EXPLOSIVE LIMIT (LEL): .93
UPPER EXPLOSIVE LIMIT (UEL): No Data
EXTINGUISHING MEDIA:
Foam, €02, dry chemical, water fog.
SPECIAL FIRE FIGHTING6 PROCEDURES:
Avoid solid stream of water. Use fog for cooling. Use
self-contained breathing apparatus with a full facepiece.
UNUSUAL FIRE AND EXPLOSION HAZARDS: _
Flammable vapors may form explosive mixtures with air.

SECTIOM V HEALTH HAZARD DATA

EFFECTS OF OVEREXPOQSURE

EYES:
Eye irritation may result from exposure to vapor. Liquid
may cause eye burns.
SKIN:
Prolonged skin contact with liquid may produce irritation.
INGESTION:

No information given by manufacturer.
INHALATION:
Narcotic effects occur at higher cencentrations of vapor.
FIRST AID PROCEDURES
EYE CONTACT:
Irrigate immediately and thoroughly with water at least 15
minutes and get medical attention.
SKIN CONTACT:
Flush immediately and thoroughly with water.
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SPECIAL PROTECTION cont.

SECTION VIII SPECIAL

VENTILATION: Local: recommended using spark~proof fans.
Mechanical recommended.

SECTION IX SPECIAL PRECAUTIONS

PRECAUTIONS IN HANDLING AND STORAGE:
Mmaterial is classified as a flammable liquid. Keep away from

heat, sparks, and open flame. Do not store above 12@° F. Keep
container closed and upright to prevent leakage. Containers
should be grounded when pouring. Avoid free fall of liquid in
excess of a few jinches. MWorkmen should be required to use only
non-ferrous tools and wear non-sparking shoes in areas where
explosion hazards exist. Use with ventilation adequate %o
maintain vapor concentrations below the TLV of 50 ppm.

““OTHER PRECAUTIONS:
Hazardous product residue may remain after the product has been

removed from its container. Do not re-use empty container
without commercial cleaning or reconditioning. See also 293 Code
of Federal Requlation 191@.1008. Do not take internally. Keep
out of the reach of children.

ADDITIONAL INFORMATION TO ADD ABOUT PRODUCT:
Reportable under SARA Title IXI, Section 313 Reporting.

Uhila Fhie infnrmstinn and resameandation cof faeth herein are believed te be accurate as of the date hereof,



