< st .

i

i If Inhaled: Remove person to fresh gjr. It irritation persists

contact a physician.

If In Eyes: Flush eyes immediately with, Plenty of cool water
or
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MATERIAL SAFETY DATA SHEET

l. IDENTIFICATION
Name: Kot Blue Paint
Type: A formulated aerosol paint

D.O.T. Shipping Name: Consumer Commodity
D.O.T. Hazard Class: ORM-D :

D.O.T. ID No: N/A D.O.T. Label: None Required

L. HAZARDOUS INGREDIENTS

Materlal ; Welght % TLV
Ethyl - Ethoxypropionate e
(CAS #763-69-9) <5 . 50 p
Toluene (CAS #108-88-3) <20 100 pp
Xylene (CAS #1330-20-7-skin) <15 100
Acetone (CAS #67-64-1) - . eBE

Propane (CAS #74-98-6) <20 1000 p
Isobutane (CAS #75-28-5) <20 : 1000

: No_ NTP, IARC or OSHA carcinogens present at greater than 0.1%
This product contains Toluene, Xylene and Acetone which are
toxic chemicals subject to the reporting requirements of
Section 313 of Title Il of the Superfund Amendments and
Reauthorization Act of 1986 (SARA).

NOTE: Technical grade Xylene contains 18-20% Ethyl Benzene.
Ethyl Benzene (CAS #100-41-4) has a PEL/TLV of 100 ppm
( 125. ppm-STEL). Ethyl Benzene is subject to the reporting

« t=nuirements of Section 313 of SARA Title Ill. ;

... PHYSICAL DATA

Bolling Point(F°): N/A Specific Gravity(Water=1): N/A
Volatile By Welght(%): 85 Weight Per Gallon(pounds): ' N/A
Solubliity in Water: N/A pH: N/A

Appearance & Odor: A blue paint with a solvent odor. '

IV. FIRE & HAZARD DATA

Flashpolnt (Method Used): Propellant below 20°F by T.O.C.
Extremely flammable 3

Extinguishing Medla: Carbon dioxide, dry chemical or foam
Special Fire Fighting Procedures: Keep cans cool. Use
shlelgﬁng to protect personnel against venting, rupturing, or
bursting cans. Water may be ineffective. Water may be used to
keep fire exposed containers cool.

Unusual Fire & Explosion Hazards: Extremely flammable.
Exposure to temperatures above 1 20°F may cause cans to vent
rupture or burst. Do not Spray near open flame. .

V. HEALTH HAZARD DATA

EFFECTS OF OVEREXPOSURE: DANGER: Vapor harmful.

May be harmful or fatal if swallowed or deliberately inhaled.

Direct contact with eyes or skin can result in irritation.

Overe.xposurg 1o vapors may cause headache, nausea,

drowsiness, dizziness, nasal, and respiratory irritation.

In a confined area vapors in high concentration are anesthetic

CHRONIC EFFECTS: Gan cause mental confusion, depression

fatigue, loss of appetite, nausea, vomiting, cough loss of =

sense. of balance, and visual disturbances. Repc;ns have

associated repeated and Overexposure to solvents with permanent
* and nervous system damage, also kidney and liver damage.

JICAL CONDITIONS A =
o Batobir bt GGRAVATED BY EXPOSURE:

FIRST AID PROCEDURES:

If Swallowed: May be harmfu of fatal if swallowed. If swallowed

do not induce vomiting. Ga a physician immediately.

PK r. I irritati
persists, contact a physician. e

VI. REACTIVITY DATA

| Stabllity: STABLE

' Conditlons to avold: Exposures to temperatures above 120°F ¢ rk
or flames. P
Incompatibility(Materials to avold): NONE

Hazardous Decomposition Products: Buming of this product ma
result in the formation of Carbon monoxide and Carbon dioxide gase:
HAZ{\RDOUS POLYMERIZATION WILL NOT OCCUR

VIi. SPILL OR LEAK PROCEDURES

Steps To Be Taken If Materlal Is Released Or Spllled: Romoy
' sources of heat, sparks, and flames. Ventilate area of spill. Absorb sp
- on oil absorbent, sand, or vermiculite.
{ Waste Disposal Method: Do not puncture or incinerate cans. Giy

empty cans to a waste disposal service equipped to safely dispose (

1000 pps Pressurized containers. Liquid paint must be disposed of as

hazardous waste.
Follow All Federal, State and Local Regulations Regarding Wast

' Disposal.

Viil. SPECIAL PROTECTION INFORMATION

' Eye protection and protective gloves are recommended any tim

~ you work with any concentrated Industrial strength products.

- Respiratory Protection: If TLV is exceeded, wear NIOSH approve
cartridge type respirator fitted with organic vapor cartridges.
Ventilation: Adequate local ventilation is recommended.
Protective Gloves: VITON
Eye Protection: Safety Glasses
Other Protective Equipment: NONE

IX. SPECIAL PRECAUTIONS
Precautions To Be Taken In Handling And Storage: DANGEFf
Extremely flammable. Contents under pressure. Do not use or stot
near sparks or flame. Do not store in direct sunlight or whei
temperatures may exceed 120°F. Do not puncture or incinerate. D
not spray near flame or sparks.
OTHER PRECAUTIONS: Harmful or fatal if swallowed or deliberate!
inhaled. Vapor harmful. Nontoxic after applied and allowed to dry.
HMIS/NFPA RATINGS: Health 2 Flammability 4

Reactivity 0 Personal Protection G

Read and follow all label directions and precautions before usin
the product. These products are Intended for Industrial an
institutional use only.

NOT FOR HOUSEHOLD USE OR RESALE KEEP OUT OF THE REACH OF CHILDREN

While we believe that the data contained hereln is factual and th
opinion expressed are those of qualified experts, the data are n¢
to be taken as a warranty or representation for which the compan
assumes legal responsibility. They are offered solely for yot
consideration, investigation, and verification. Any use of thes
data and Information must be determined by the user to be |
accordance with applicable Federal, State, and Local Laws an

regulations.
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