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SECTION I - GENERAL INFORMATION

Chemical Name & Synonyms Trade Name & Synonyms

N/A M/M RED STREAK (32 0%)
nical Family: Formula Mixture --> X
lOUS CAUSTIC SOLUTION

Manufacturer's Name:
CHEMSEARCH DIV. OF NCH CORP.

Address:
BOX 152170
IRVING, TX 75015
B A e e o Sosvganey Bhape Miases - . .
G ZIMMERMAN/CHEMIST 0058 800-424-9300
SECTION II - HAZARDOUS INGREDIENTS
THE HAZARDS PRESENTED BELOW ARE THOSE OF THE INDIVIDUAL COMPONENTS
Chemical Name (Ingredients) Hazard TLV PEL STEL CAS #
POTASSTUM HYDROXIDE CORROS IVE N/E 1 2MG/M3-C 2 2MG/M3-C 1310-58-3
SECTION IIa - NON-HAZARDOUS INGREDIENTS
(NON-HAZARDOUS INGREDIENT NAMEﬁ»AND CAS MULMEBEKS ARE PROTECTED UNDER NJ TRADE)

Secret Registry #: 1094635-H14%0}

SECTION III - PHYSICAL DATA
Boiling Point (F): 271.00 Specific Gravaty (H20=1): 1.45:@-15.6 ‘€
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" GRS - oA et s i
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" HISROREATTAL ORI N iom Weoirn

SECTION IV - FIRE AND EXPLOSION HAZARD

Flash Point Flammable Limits LEL UEL
NON-FLAM / N/A N/A N/A

X <--Alcohol Foam X <-—-C02 X <--Dry Chemical X <--Water Spray X <--Other

Special Fire Fighting Procedures:
FIREFIGHTERS SHOULD WEAR A SELF-CONTAINED BREATHING APPARATUS AND FULL PROTECTIVE GEAR. EXTINGUISHING MEDIA SHOULD BE CHOSEN BASED ON THE NATURE OF
THE SURROUNDING FIRE.

Unusual Fire and Explosion Hazards:
USE WATER SPRAY TO COOL FIRE EXPOSED CONTAINERS TO PREVENT BURSTING.

Aerosol Level (NFPA 30B) : N/A
NFPA 704 Hazard Rating (0=Insignificant 1=Slight 2=Moderate 3=High 4=Extreme)
2 <--Health 0 <--Flammability O <--Instability Special

SECTION V - HEALTH HAZARD DATA

Threshold Limit Value:
NOT ESTABLISHED FOR MIXTURE. SEE SECTION II.

Effects of Overexposure:

-Acute (Short Term Exposure)
EYE CONTACT: CORROSIVE. CAUSES BURNS, CORNEAL DAMAGE AND POSSIBLE BLINDNESS. SKIN CONTACT: CORROSIVE. CAUSES BURNS AND POSSIBLE DEEP ULCERATIONS OR
SCARRING. BURNS MAY NOT BE IMMEDIATELY PAINFUL OR VISIBLE. INHALATION: CAUSES BURNS TO THE RESPIRATORY TRACT, NOSE, MOUTH AND THROAT, WITH
DISCOMFORT , NASAL DISCHARGE, SNEEZING, COUGHING AND CHEST PAIN. DUE TO VISCOUS NATURE OF THE PRODUCT, INHALTION OF MIST IS NOT ANTICIPATED DURING
NORMAIL USE. INGESTION: CORROSIVE. CAUSES BURNS TO THE MOUTH AND THROAT; NAUSEA AND PAIN.

& -Chronic (Long Term Exposure)
FFECTS OTHER THAN A THOSE ASSOCIATATED WITH ACUTE EXPOSURE ARE KNOWN. TARGET ORGANS: NONE KNOWN. ALTHOUGH THERE IS NO PRIMARY ROUTE OF ENTRY INTO
\ 30DY, THE PRIMARY ROUTE OF EXPOSURE IS SKIN AND EYE CONTACT. MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE ARE PRE-EXISTING RESPIRATORY AND SKIN
“toxOITIONS SUCH AS ASTHMA, EMPHYSEMA, AND DERMATITIS.

Primary Routes of Entry: <--Inhalation <--Ingestion <--Absorption

Emergency and First Aid Procedures:



MATERIAI SAFETY DATA SHEET: M/M RED STREAK (32 0Z) bage: 2

SECTION V - FEALTH HAZARD DATA (Continued)

-Inhalation:
REMOVE FROM THE AREA TO FRESH. IF NOT BREATHING, CLEAR AIRWAY AND START MOUTH-~TO-MOUTH ARTIFICIAL RESPIRATION. GET IMMEDIATE MEDICAL ATTENTION.
~Eye Contact:
IMMEDIATELY RINSE THE EYES WITH WATER. REMOVE ANY CONTACT LENSES AND CONTINUE FLUSHING FOR AT LEAST 15 MINUTES. HOLD THE EYELIDS APART TO ENSURE
RINSING OF THE ENTIRE SURFACE OF THE EYES AND LIDS WITH WATER. GET IMMEDIATE MEDICAL ATTENTION.

-Skin Contact:
WASH AFFECTED AREAS WITH LARGE AMCUNTS OF SOAP AND WATER FOR 15 MINUTES. REMOVE CONTAMINATED CLOTHING AND SHOES. GET IMMEDIATE MEDICAL ATTENT ION.
WASH CLOTHING AND CLEAN SHOES BEFORE REUSE.

-Ingestion:
GIVE 3 TO 4 GLASSES OF WATER, BUT DO NOT INDUCE VOMITING. IF VOMITING OCCURS, GIVE FLUIDS AGAIN. GET IMMEDIATE MEDICAL ATTENTION. DO NOT GIVE
ANYTHING BY MOUTH TO AN UNCONSCIOUS OR CONVULSING PERSON.

SECTION VI - TOXICITY INFORMATION

Product Contains Chemicals Listed as Carcinogen or Potential Carcinogen By:
IARC--> No NTR-~> No OSHA--> No ACGIH--> No OTHER--> No

POTASSIUM HYDROXIDE
SKN-HMN: 50 MG/24H SEV
ORL-RAT LD50: 365 MG/KG
SKN-RBT: 50 MG/24H SEV
EYE-RBT: 1 MG/24H RNS MOD
REGARDLESS OF CONCENTRATION, THE SEVERITY OF DAMAGE AND EXTENT OF ITS
TRREVERSIBILITY INCREASES WITH THE LENGTH OF CONTACT TIME. PROLONGED
CONTACT WITH MVEN DILUTE SOLUTIONS (=>2.0%) CAN CAUSE A HIGH DEGKEE OF
TISSUE DESTRUCTION. THE LATEND PERICD FOLLOW NC QKIN CONTACT DURING

NCENTRATION. 4

WWwww

SECTION VII - REACTIVITY DATA

Stability: X <--Stable <--Unstable
Conditions to Avoid:
NONE KNOWN.

Incompatibility (Materials to Avoid):
STRONG ACIDS, STRONG OXIDIZERS, LEATHER, WOOL, ALUMINUM, COPPER, TIN, ZINC AND ALLOYS CONTAINING THESE METALS.

Haza:dous Decompositlon Products:
Mg, ANOWN.

Hazardous Polymerization: <--May Occur ¥ <--Will Not Occur e
Conditions to Avoid:

SECTION VIII - SPILL OR LEAK PROCEDURES

Steps to be Taken if Material is Released or Spilled:

STOP LEAKS. CONTAIN SPILL. REMOVE AS MUCH AS POSSIBLE WITH WET VAC. NEUTRALIZE REMAINING TRACES OF MATERIAL WITH DILUTE ACID:; THEN FLUSH AREA WITH
WATER FOLLOWED BY LIBERAL COVERING OF SODIUM BICARBONATE. REUSE SPILLED MATERIAL, IF POSSIBLE, OTHERWISE PLACE IN A CLOSED, TABELED CONTAINER AND
STORE IN A SAFE PLACE TO AWAIT PROPER DISPOSAL.

Waste Disposal Method(s):

DISPOSE OF IN ACCORDANCE WITH ALL FEDERAL, STATE, AND LOCAL POLLUTION REGULATIONS.

Neutralizing Agent:
NEUTRALIZE WITH ANY DILUTE INORGANIC ACID #UCH AS HYDROCHLORIC, SULFURIC, NITRIC, PHOSPHORIC. AND ACETIC ACID.

SECTION IX - SPECIAL PROTECTION INFORMATION

Required Ventilation:
UNDER CONDITIONS OF NORMAL USE, GENERAL EXHAUST IS USUALLY ADEQUATE. IF PRODUCT USE GENERATES A MIST, LOCAL EXHAUST WOULD B

Respiratory Protection:
NONE REQUIRED WITH NORMAL USE. WEAR A NIOSH-APPROVED RESPIRATOR FOR MISTS.

Glove Protection:
NEOPRENE OR SILVERSHIELD(TM) SHOULD BE WORN.

Eye Protection:
CHEMICAIL SPLASH GOGGLES OR FACE SHIELD SHOULD BE WORN.

Other Protection:
WEAR PROVIDED SAFETY KIT GEAR AT ALL TIMES WHEN HANDLING AND USING THIS PRODUCT .

SECTION X - STORAGE AND HANDLING INFORMATION

Storage Temperature: Indoors--> X Outdoors--> Heated--> Refrigerated-->
Minimum Temperature: 32°F. Maximum Temperature: 120°F.

Precautions to be Taken in Handling and Storing:
STORE IN A COOL, DRY PLACE IN ORIGINAL CONTAINER. PRODUCT IS CORROSIVE TO TIN, ALUMINUM, ZINC AND ALLOYS WITH THESE METALS . EXCESSIVE HEAT, BOILING
AND SPATTERING MAY OCCUR WITH CONTACT WITH WATER. WASH THOROUGHLY AFTER HANDLING. DO NOT USE WHERE ACID PRODUCTS MAY HAVE BEEN USED.
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SECTION X - STORAGE AND HANDLING TINFCRIATION (Continued)

Other Precautions:

SECTION XI - REGULATORY INFORMATION

\ smical Name CAS Number Upper % Limit
“——One

Those ingredients listed above are subject to the reporting requirements of 313 of Title III of the Superfund Amendments and Reauthorization Act of
1986 and 40 CFR part 372.

This MSDS is not intended for users in the state of California.

SECTION XII - REFERENCES °

B 152 THRESHOLD LIMIT VALUES FOR CHEMICAL SUBSTANCES AND PHYSICAL AGENTS
AND BIOLOGICAL EXPOSURE INDICES, ACGIH, 1995-1996.

20 OSHA PEL.

3 SAX'S DANGEROUS PROPERTIES OF INDUSTRIAL MATERIALS, EIGHTH EDITION,
RICHARD J. LEWIS, SR.

4. VENDOR 'S MSDS.

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA CONSIDERED ACCURATE IN LIGHT OF CURRENT FORMULATION. HOWEVER, NO WARRANTY IS HXPRESSED OR IMPLIED

REGARDING THE ACCURACY OF THESE DATA OR THE RESULTS TO BE OBTAINED FROM THE USE THEREOF .

CHEMSEARCH DIV. OF NCH CORP. assumes no responsibility for personal injury or property damage caused by the us=, storage, or disic =€ the product
in a manner not recommended on the product label. Users assume all risks associated with such unrecommended 's=, :ztoilage, or disposal of the i
product.
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