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Identity ; Material Safety
Nickel Cadmium Battery Data Sheet
(closed cylinder) Complies with the OSHA Hazard
Communication Standard :
29 CFR 1910 1200
Makita U.S.A., Inc. Ercpa:ed By : Jim McClure
14930-C Northam Street
La Mirada, CA 90638 [Date Revised: 1/5/93

Emergency Telephone Number -

CHEMTREC; 800-424-930¢

Telephonc Numbcr for Infommamn

Hazardous Components :

510 657-9881

OSHA PEL

Each cell is a sealed container, Nickel 20-30 % No

enclosing a mickel electrode, Cadmium 13-15 % No

a cadmium electrode, and a Cobalt 1-2 % No 0.1 mg./m3
otassium hydroxide electrode. Patassium 2-4% No 2 mg./m3

'Phys:cal Data

Boiling Point N/A Solubility in Water N/A
Vapor Pressure N/A Specific Gravity N/A
Vapor Density N/A Melting Point N/A

Evaporation Rate

Flammable Limits

N/A

Extinguishing Media N/A

Sggial Fire Fighting Proceedures

N/A

Unusual Fire and Explosion Hazards

Cadmium furmes may be released during burning.




