" THE RECTORSEAL CORPORATION MATERIAL SAFETY DATA SHEET

2830 PRODUCE ROW DIRECT TO APPROPRIATE PERSONNEL
HOUSTON, TX 77023-5822 Date of Preparation: 1/08/92
Telephone No.: (713) 928-6423 Supercedes Any Previous Issue

Emergency Telephone No.: (800) 424-9300 (CHEMTREC - Day or Night )
SECTION | - PRODUCT IDENTIFICATION
Product Name: PISTOL PETE@ 602

Product Type: PVC Solvent Cement

HAZARDOUS APPROX. OTHER LIMITS

COMPONENTS: % OSHA PEL ACGIH TLV BECOMMENDED
Methyl Ethyl Ketone (CAS #78-93-3)* 35 200 ppm 200ppm STEL 300ppm
Tetrahydrofuran (CAS #109-99-9) 200 ppm 200ppm STEL 250ppm
Cyclohexanone (CAS #108-94-1) 25 ppm 25 ppm N/A

DOT (49CFR172): Adheslves, Class 3, UN 1133, PG Il, ERG #26.
Quarts and less: Consumer Commodity, ORM-D.

HMIS NFPA
OSHA (29CFR1910.1200) Evaluation: Hazardous Health: 2 2
RCRA (40CFR261) Evaluation: Hazardous Waste Flammablility: 4 3
EPA/TSCA Listed Ingredients: Yes Reactlvity: 1 1
KEY: 0 - Minimal 1 - Slight 2 - Moderate 3 - Serious 4 - Severe

* SARA - This product contalns the above asterisked toxic chemicals subject to the reporting
requirements of Section 313 of the Emergency Planning and Community Right-To-Know Act of 1986
and of 40CFR372. This Information must be included In all MSDS that are copled and distributed for
this product to your customers. By law, you may also be required to report on annual emissions of
specified toxic chemicals and chemical categories. If you are unsure of your obligations under these
regulations, you may obtain more information by calling the EPA Emergency Planning and Community
Right-To-Know Hotline at (800) 535-0202 or (202) 479-2449 (in Washington, D.C. or Alaska).

SEC 1l - SICAL/CHEMICAL CHARACTERISTICS

Bolling Polnt: 151°F (66°C) @ 760mm Hg Speclific Gravity (H20 = 1): 0.91
Vapor Pressure (mm Hg.): 140 @ 68°F (20°C) Melting Point: N/A
Vapor Density (AIR =1): 2.5 Evaporation Rate (Ethyl Acetate = 1): 6
Solubllity In Water: 45% Appearance/Odor: Clear Liquid/Pungent Odor

SECTION IV - FIRE AND EXPLOSION HAZARD DATA :
Flash Point (Method Used):13°F (-11°C) SETA CC Flammable Limlits-LEL: 2% UEL: 11.8%
Extinguishing Medla: Foam, dry chemical, CO2, or water fog.

Special Fire Fighting Procedures: Wear self-contained full face-plece breathing apparatus and
other protective clothing. Hazardous decomposition products possible (see Section V). Evacuate
immediate area. Dike fire control area as run-off may create additional fire hazard and
environmental contamination.

Unusual Fire and Explosion Hazards: Extremely flammable - very low flash point. Vapors
are heavier than air and may travel along ground or to low spots at considerable distances to a
source of ignition resulting In potential flashback. Burning liquid may float on water. Heat may
bulld up pressure and rupture closed containers.

SECTION V - REACTIVITY DATA
Stabllity: Can form potentially explosive peroxides upon long standing In air.
Conditlons to Avold: Heat, sparks, open flames, and strong oxidizing, acidic and basic conditions.
Incompatibility (Materlals to Avold): Oxidizers, acids and bases.
Hazardous Decomposition Products: CO, CO2, HCI and fragmented hydrocarbons.
Hazardous Polymerization: Can occur in presence of cationic initlators such as selected Lewis

Aclds or strong proton aclds.
Candltlona ta Avnld: Keen awav from eationie initlators.




MSDS - Pistol Peté® 602 PVC Solvent Cement

SECTION VI - HEALTH HAZARD DATA

Route(s) of Entry: Inhalation: Yes Skin: VYes Ingestion; Yes

Health Hazards (Acute and Chronlic): Irritation of eyes, nose, and throat; drowsliness,
narcosis, tremors, and other CNS effects at high concentration. Skin irritation, dermatitis, and
defatting. Possible liver and kidney damage. NOTICE: Reports have assoclated repeated and
prolonged occupational overexposure to solvents with permanent brain and nervous system
damage. Intentional misuse by deliberately concentrating and inhaling contents of this product may
be harmful or fatal.

Carcinogenlcity: NTP: No IARC Monographs: No OSHA Regulated: No
Signs and Symptoms of Exposure: :
Eyes: Watering, blurred vision, inflammation, and Irritation which can result in corneal
Injury.

Inhalatlon: Nasal and respiratory Irritation, dizziness, narcosls, headache, nausea, CNS
depression, and unconscioushess.

Ingestion: Nausea, vomiting; CNS depression: Irritation of gastrointestinal tract, liver and
peritoneal wall; lung congestion.

Skin: Irtitation, dermatitis.

Medical Conditions Generally Aggravated by Exposure: Individuals with pre-exisitng or
chronic diseases of the eyes, skin, respiratory system, cardiovascular system, gastrointestinal
system, liver or kidneys may have Increased susceptability to excesslve exposures.

Emergency and First Ald Procedures:

Eyes: Flush with large amounts of water for at least 15 minutes. Seek Immediate medical
attention.

Inhalatlon: Remove to fresh air. Administer oxygen or artificial respiration If needed. Sesek
Immediate medical attention.

Ingestion: DO NOT INDUCE VOMITING. Give large amounts of water only if consclous. Seek
immediate medical attention.

Skin: Wash with soap and water. If Irritation occurs, seek medical attention.

SECTION VIl - PRECAUTIONS FOR SAFE HANDLING AND USE

Steps to Be Taken In Case Materlal Is Released or Splliled: Remove all sources of
ignition. Use absorbent materials to prevent footing hazard and to contain. Ventilate area with
natural or explosion-proof, forced air ventilation. Avoid flushing Into sewers, drains,
waterways, and soil. Wear protective clothing and respiratory protection during cleanup.

Waste Disposal Method: RCRA classified hazardous waste. Dispose of absorbed materials and
liquld wastes In approved, controlled incineration facility in accordance with all local, state, and
federal regulations.

Precautions to Be Taken In Handling and Storing: Keep container closed and upright when
not in use. Do not store near heat, sparks, or open flames.

Other Precautions: Avoid prolonged or repeated contact with skin or clothing. Empty containers
may contain residues and vapors; treat as if full and observe all product precautions. Do not reuse
empty contalners. Keep out of reach of children.

Respliratory Protection (Specify Type): In confined, poorly ventilated areas, use
NIOSH/MSHA approved air purifying or supplied alr respirators.
Ventilation - Local Exhaust: Acceptable Special: Explosion-proof equipment.
Mechanical (General): Preferable Other: N/A
. Protective Gloves: Wear non-permeable gloves Eye Protection: Goggles
Other Protective Clothing or Equipment: Coveralls recommended

Work/Hyglenlc Practices: Where use can result in skin contact, wash exposed areas thoroughly
before eating, drinking, smoking, or leaving work area. Launder contaminated clothing before
reuse.

This document Is prepared pursuant to the OSHA Hazard Communlication Standard —
(29CFR19810.1200). The Information herein |s given In good faith, but no warranty,

express or Implied, is made. Consult The RectorSeal Corporation for further
Information: 713-928-6423.

ABBREVIATIONS: N/A:  Not Applicable N/D: Not Determined



